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Dow (hereinafter, and for purposes of this MSDS only, refers to The Dow Chemical Company and to Dow
Chemical Canada Inc.) encourages and expects you to read and understand the entire MSDS, as there is
important information throughout the document. Dow expects you to follow the precautions identified in
this document unless your use conditions would necessitate other appropriate methods or actions.

1. CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

1.1 IDENTIFICATION

Product Name CARBOW AX(TM) POLYETHYLENE GLYCOL 600

1.2 COMPANY IDENTIFICATION

The Dow Chemical Company
Midland, MI 48674

1.3 EMERGENCY TELEPHONE NUMBER

24-HOUR EMERGENCY TELEPHONE NUMBER: (989)636-4400.
Customer InformationNumber:1-800-258-2436.

* or @Indicates a Trademark of The Dow Chemical Company.
MARKETED BY

HARWICK STANDARD
DISTRIBUTION CORPORATION

60 S. Seiberling Street. Akron, Ohio 44305
-- ---
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2. COMPOSITION INFORMATION

Component CAS # Amount

IIPolyethylene glycol 25322-68-3 > 99 %

3. HAZARDS IDENTIFICATION

3.1 EMERGENCY OVERVIEW

Appearance Colorless

Physical
State

Liquid, Solid below freezing point

Odor Mild

Hazards of
product

NO SIGNIFICANT IMMEDIATE HAZARDS FOR EMERGENCY
RESPONSE ARE KNOWN.

3.2 POTENTIAL HEALTH EFFECTS

Effects of Sinale Acute Overexposure

Inhalation At roomtemperature,exposureto vapor is minimaldue to low volatility;single exposureis
not likely to be hazardous.

Eye Contact May cause slight temporary eye irritation. Corneal injury is unlikely.

Skin Contact Prolonged contact may cause slight skin irritation with local redness. Material may be
handled at elevated temperatures; contact with the heated material may cause thermal burns.

Skin Absorption Prolongedskin contact is unlikelyto result in absorptionof harmfulamounts.

----
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Swallowing Very low toxicity if swallowed. Harmful effects not anticipated from swallowing small
amounts.

Chronic, Prolonaed or Repeated Overexposure

Other Effects of Overexposure No information currently available.

See Section 11 for toxicological information and additional information about potential health
effects.

3.3 POTENTIAL ENVIRONMENTALEFFECTS

See Section 12 for Ecological Information.

4. FIRST AID PROCEDURES

4.1 INHALATION

Move person to fresh air; if effects occur, consult a physician.

4.2 EYE CONTACT

Flush eyes thoroughly with water for several minutes. Remove contact lenses after the initial 1-2
minutes and continue flushing for several additional minutes. If effects occur, consult a
physician, preferably an ophthalmologist.

4.3 SKIN CONTACT
Wash skin with plenty of water.

4.4 SWALLOWING

No emergencymedicaltreatmentnecessary.

4.5 NOTESTO PHYSICIAN

If burn is present, treat as any thermal burn, after decontamination.
No specific antidote.
Treatment of exposure should be directed at the control of symptoms and the clinical condition of
the patient.

--- ------
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5. FIRE FIGHTING MEASURES

5.1 FLAMMABLE PROPERTIES -REFERTO SECTION9, PHYSICALAND
CHEMICAL PROPERTIES

5.2 EXTINGUISHINGMEDIA

Water fog or fine spray. Dry chemical fire extinguishers. Carbon dioxide fire extinguishers.
Foam. Do not use direct water stream. May spread fire. Alcohol resistant foams (ATC type) are
preferred. General purpose synthetic foams (including AFFF) or protein foams may function, but
will be less effective.

5.3 FIRE FIGHTING PROCEDURES

Keep people away. Isolate fire and deny unnecessary entry. Use water spray to cool fire
exposed containers and fire affected zone until fire is out and danger of reignition has passed.
Fight fire from a protected location or safe distance. Consider the use of unmanned hose holders
or monitor nozzles. Immediately withdraw all personnel from the area in case of rising sound
from venting safety device or discoloration of the container. Burning liquids may be extinguished
by dilution with water. Do not use direct water stream. May spread fire. Move container from
fire area if this is possible without hazard. Burning liquids may be moved by flushing with water
to protect personnel and minimize property damage.

5.4 SPECIAL PROTECTIVE EQUIPMENT FOR FIREFIGHTERS

Wear positive-pressure self-contained breathing apparatus (SCBA) and protective fire fighting
clothing (includes fire fighting helmet, coat, pants, boots, and gloves). If protective equipment is
not available or not used, fight fire from a protected location or safe distance.

5.5 UNUSUAL FIRE AND EXPLOSION HAZARDS

Container may rupture from gas generation in a fire situation.
Violent steam generation or eruption may occur upon application of direct water stream to hot
liquids.

5.6 HAZARDOUS COMBUSTION PRODUCTS

During a fire, smoke may contain the original material in addition to combustion products of
varying composition which may be toxic and/or irritating. Combustion products may include and
are not limited to: Carbon monoxide. Carbon dioxide.

6. ACCIDENTAL RELEASE MEASURES

Steps to be Taken if Material is Released or Spilled:

- - ---
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Containspilledmaterial ifpossible. Smallspills: Dilutewithlargequantitiesof water. large
spills: Collectin suitable and properlylabeled containers. See Section 13, Disposal
Considerationsforadditionalinformation.

Personal Precautions: Use appropriatesafety equipment. For additionalinformation,refer to
Section 8, Exposure Controlsand Personal Protection.

Environmental Precautions: Prevent fromentering intosoil,ditches, sewers, waterwaysand/
or groundwater.See Section 12, EcologicalInformation.

7. HANDLING AND STORAGE

7.1 HANDLING

General Handling
See Section8, EXPOSURECONTROLSAND PERSONALPROTECTION.

Ventilation
Providegeneraland/orlocalexhaustventilationto controlairbornelevelsbelowthe exposure
guidelines.

Other Precautions
Spillsofthese organicmaterialsonhotfibrousinsulationsmayleadto loweringofthe
autoignitiontemperaturespossiblyresultinginspontaneouscombustion.

7.2 STORAGE

Use product promptly after opening. Avoid prolonged exposure to heat and air. Store in the
followingmaterial(s): stainless steel. polypropylene. polyethylene lined container. Teflon.
glass-linedcontainer. Plasite 3066 lined container. Plasite 3070 lined container. 316 stainless
steel.

8. EXPOSURE CONTROLS AND PERSONAL PROTECTION

8.1 EXPOSURE LIMITS

Component Exposure Limits Skin Form

Polyethyleneglycol 10 mg/m3 TWA8 AIHA WEEl Aerosol

- ---
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In the Exposure Limits Chart above, if there is no specific qualifier (i.e., Aerosol) listed in the
Form Column for a particular limit, the listed limit includes all airborne forms of the substance
that can be inhaled.

A "Yes" in the Skin Column indicates a potential significant contribution to overall exposure by
the cutaneous (skin) route, including mucous membranes and the eyes, either by contact with
vapors or by direct skin contact with the substance. A "Blank" in the Skin Column indicates that
exposure by the cutaneous (skin) route is not a potential significant contributor to overall
exposure.

8.2 PERSONAL PROTECTION

Respiratory
Protection:

Atmospheric levels should be maintained below the exposure
guideline.
When airborne exposure guidelines and/or comfort levels may be
excee~ed, use an approved air-purifying respirator.

Ventilation: Provide general and/or local exhaust ventilation to control airborne
levels below the exposure guidelines.

Eye Protection: Use safety glasses.

Other Protective
Equipment:

Use gloves chemically resistant to this material when prolonged or
frequently repeated contact could occur.
Use gloves with insulation for thermal protection, when needed.

9. PHYSICAL AND CHEMICAL PROPERTIES

Physical State: Liquid, Solid below freezing point

Appearance: Colorless

Odor: Mild

Flash Point - Closed Cup: 273°C 525 of Pensky-Martens Closed Cup ASTM 0 93

Flash Point - Open Cup: 238°C 460 of ClevelandOpen Cup ASTM 0 92

Flammable Limits In Air:
lower 1.1 %(V) Estimated

-- -- - - -----
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Upper 6.9 %(V)

Autoignition Temperature: No test data available.

Vapor Pressure: < 0.01 mmHg 20 DC

Boiling Point (760 mmHg): > 200°C > 392 of Decomposes

Vapor Density (air = 1): > 10

Specific Gravity (H20 = 1): 1.128 20 DC/20 DC

Freezing Point:

Melting Point:

Solubility in Water (by weight):

pH: No test data available. . .

Molecular Weight: 570 -630 g/mol

OctanollWater Partition Coefficient -Calculated by Structural Fragment Method:
< 2.25

Percent Volatiles: 0.3 Wt%

10. STABILITY AND REACTIVITY

10.1 STABILITYIINSTABILITY Thermallystable at typical usetemperatures.

Conditions to Avoid: Product can oxidize at elevated temperatures. Generation of gas
during decomposition can cause pressure in closed systems.

Incompatible Materials: Avoid contact with: Strong acids. Strong bases. Strong oxidizers.

Thermal Decomposition: Decomposition products depend upon temperature, air supply and
the presenceof other materials.Decompositionproductscan includeand are not limitedto:
Carbondioxide.Alcohols.Ethers.Hydrocarbons.Ketones.Polymerfragments.

10.2 HAZARDOUS POLYMERIZATION Willnotoccur.

-- - ---
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11. TOXICOLOGICAL INFORMATION

ACUTE TOXICITY

Peroral

Rat; lD50 (30000- 33000) mg/kg

Percutaneous

Rabbit; lD50 = > 20000 mg/kg

Inhalation

Vapor Study Rat; lC50 = > 13 ppm; The concentration specified represents the highest
concentration achievable under the test conditions.

SENSITIZATION (ANIMAL AND HUMAN STUDIES)
A similarmaterialdid not cause allergicskin reactionswhen tested in humans.

DEVELOPMENTAL TOXICITY
For similarmaterial(s),Did not cause birthdefectsin laboratoryanimals.

CHRONIC TOXICITY AND CARCINOGENICITY
Similarmaterial(s)did not causecancer in laboratoryanimals.

GENETIC TOXICOLOGY

In Vitro
For similarmaterial(s),In vitro mutagenicitystudieswere negative.

In Vivo
For similarmaterial(s),Animal mutagenicitystudieswere negative.
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SIGNIFICANT DATA WITH POSSIBLE RELEVANCE TO HUMANS
Basedon availabledata, repeatedexposuresare not anticipatedto causesignificantadverse

effects.

12. ECOLOGICAL INFORMATION

12.1 ENVIRONMENTAL FATE

Material is readily biodegradable. Passes OECD test(s) for ready biodegradability.
Biodegradation reached in Manometric Respirometry Test (OECD Test No. 301 F) after 28 days:
90%. Biodegradation reached in seawater biodegradation test (OECD Test No. 306) after 28
days: 55%.

12.2 ECOTOXICITY

Material is practically non-toxic to aquatic organisms on an acute basis (lC50/EC50 >100 mg/l
in most sensitive species tested).

Toxicity to Aquatic Invertebrates
water flea Daphniamagna; lC50
Result value: > 10000 mg/I

Toxicity to Aquatic Invertebrates
copepodAcartia tonsa; lC50
Result value: 29000 mg/I

Toxicity to Aquatic Invertebrates
crustaceanCorophiumvolutator;lC50
Result value: > 62000 mg/I

Toxicity to Aquatic Plants
diatom Skeletonemacostatum;EC50
Result value: 14853 mg/I

Toxicity to Fish
fathead minnow(PimephalespromeJas);lC50
Result value: > 10000 mg/I
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12.3 FURTHER INFORMATION

Bioconcentration potential is low (BCF < 100 or log Pow < 3).
Chemical Oxygen Demand (COD) - measured: 1.82 mg/mg
Theoretical Oxygen Demand (THOD) - calculated: 1.77 mg/mg

OctanollWater Partition Coefficient - Calculated by Structural Fragment Method: < 2.25

13. DISPOSAL CONSIDERATIONS

13.1 DISPOSAL

DO NOT DUMP INTO ANY SEWERS, ON THE GROUND, OR INTO ANY BODY OF WATER.
All disposal practices must be in compliance with all Federal, State/Provincial and local laws and
regulations. Regulations may vary in different locations. Waste characterizations and
compliance with applicable laws are the responsibility solely of the waste generator. DOW HAS
NO CONTROL OVER THE MANAGEMENT PRACTICES OR MANUFACTURING
PROCESSES OF PARTIES HANDLING OR USING THIS MATERIAL. THE INFORMATION
PRESENTED HERE PERTAINS ONLY TO THE PRODUCT AS SHIPPED IN ITS INTENDED
CONDITION AS DESCRIBED IN MSDS SECTION 2 (Composition/Information On Ingredients).
FOR UNUSED & UNCONTAMINATED PRODUCT, the preferred options include sending to a
licensed, permitted: recycler. reclaimer. incinerator or other thermal destruction device. As a
service to its customers, Dow can provide names of information resources to help identify waste
management companies and other facilities which recycle, reprocess or manage chemicals or
plastics, and that manage used drums. Telephone Dow's Customer Information Group at 1-800-
258-2436 or 1-989-832-1556 (U.S.), or 1-800-331-6451 (Canada) for further details.

14. TRANSPORT INFORMATION

14.1 U.S. D.O.T.

NON-BULK
Proper Shipping Name: NOT REGULATED

BULK
Proper Shipping Name: NOTREGULATED

--
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This information is not intended to convey all specific regulatory or operational
requirements/information relating to this product. Additional transportation system information
can be obtained through an authorized sales or customer service representative. It is the
responsibility of the transporting organization to follow all applicable laws, regulations and rules
relating to the transportation of the material.

15. REGULATORY INFORMATION

15.1 FEDERAUNA TIONAL

OSHA HAZARD COMMUNICATIONSTANDARD

This product is not a "Hazardous Chemical" as defined by the OSHA Hazard Communication
Standard, 29 CFR 1910.1200.

SUPERFUNDAMENDMENTS AND REAUTHORIZATIONACT OF 1986 TITLE III EMERGENCYPLANNING AND
COMMUNITYRIGHT TO KNOW ACT) SECTION 313

To the best of our knowledge this product does not contain chemicals at levels which
reauire reDortina under this statute.

SUPERFUNDAMENDMENTS AND REAUTHORIZATIONACT OF 1986 TITLE III EMERGENCYPLANNING AND
COMMUNITYRIGHT TO KNOW ACT) SECTION302

To the best of our knowledge this product does not contain chemicals at levels which
reauire reDortina under this statute.

SUPERFUNDAMENDMENTS AND REAUTHORIZATIONACT OF 1986 TITLE III EMERGENCYPLANNING AND
COMMUNITYRIGHT TO KNOW ACT)SECTIONS 311 AND 312

Delayed (Chronic) Health Hazard: No
Fire Hazard : No

Immediate (Acute) Health Hazard: No
Reactive Hazard: No
Sudden Release of Pressure Hazard: No
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TOXIC SUBSTANCES CONTROL ACT (TSCA)

Allcomponents of this product are on the TSCA Inventory or are exempt from TSCA Inventory
requirements.

EUROPEAN INVENTORYOF EXISTING COMMERCIAL CHEMICAL SUBSTANCES (EINECS)

The components of this product are on the EINECS inventory or are exempt from EINECS
inventory requirements.

CEPA -DOMESTIC SUBSTANCES LIST (DSL)

Allsubstances contained in this product are listed on the Canadian Domestic Substances List
(DSl) or are not required to be listed.

15.2 STATE/LOCAL

PENNSYLVANIA WORKER AND COMMUNITYRIGHT To KNOW ACT: PENNSYLVANIA HAZARDOUS SUBSTANCES
LIST AND/OR PENNSYLVANIA ENVIRONMENTALHAZARDOUS SUBSTANCE LIST:

To the best of our knowledge this product does not contain chemicals at levels which require
reporting under this statute.

PENNSYLVANIA WORKER AND COMMUNITYRIGHT To KNOW ACT: PENNSYLVANIASPECIAL HAZARDOUS
SUBSTANCES LIST:

To the best of our knowledge this product does not contain chemicals at levels which require
reporting under this statute.

CALIFORNIA PROPOSITION65 SAFE DRINKING WATER AND TOXIC ENFORCEMENTACT OF 1986

WARNING: This product contains a chemical(s) known to the State of California to cause
cancer.

Component
Acetaldehyde

CAS #
75-07-0

Amount
<= 0.0006%

---
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1A-Dioxane
Formaldehyde
Ethylene oxide

123-91-1
50-00-0
75-21-8

<= 0.0005%
<= 0.0004%
<= 0.0005%

CALIFORNIA PROPOSITION65 SAFE DRINKING WATER AND ToxIC ENFORCEMENTACT OF 1986

WARNING: This product contains a chemical(s) known to the State of California to cause birth
defects or other reproductive harm.

Component
Ethylene oxide

CAS #
75-21-8

Amount
<= 0.0005%

CALIFORNIA SCAQMD RULE 443.1 SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT RULE 443.1
LABELING OF MATERIALS CONTAINING ORGANIC SOLVENTS)

VOC: Vapor Pressure < 0.01 mmHg @ 2QoC
1 gll
1 gll less water and less exempted solvents

This section provides selected regulatory information on this product including its components.
This is not intended to include all regulations. It is the responsibility of the user to know and
comply with all applicable rules, regulations and laws relating to the product being used.

16. OTHER INFORMATION

16.1 ADDITIONAL INFORMATION

Additional information on this product may be obtained by calling Dow's Customer Information
Group at 1-800-258-2436 (U.S.) or 1-800-331-6451 (Canada).

16.2 HAZARD RATING SYSTEM

NFPA ratings for this product are: H- 0 F - 1 R-O

--- -- - -- - -




