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DATA SHEET 

NATRO-CEL® 759-A 
 
 Natro-Cel 759-A is a mixed ether/ester, silicon-dioxide blend plasticizer.  It 
exhibits low volatility and, compounds with Natro-Cel 759-A retain their properties 
after heat aging.  Natro-Cel 759-A can be used successfully to develop optimum 
low-temperature flexibility characteristics in fuel hose, automotive parts, wire 
jacketing and a wide variety of molded and extruded products. 
 
 
TEST     TEST METHOD SPECIFICATIONS 
Actives Content, %  QCL-8.2.4-2-1 70 - 74 
Carrier Content, %  QCL-8.2.4-2-1 26 - 30 
 
 
 
 

TYPICAL PROPERTIES 
Actives Content, % 72 
Carrier Content, % 28 
Specific Gravity (Apparent) 1.194 
Packaging 40# Net, Multi-wall Bags 
Color Off-White 
 
 
 
Date of Revision: 08/22/03 
 
The information in this data sheet is derived from the best available sources and is believed to be 
accurate.  However, no guarantee is expressed or implied regarding the accuracy of these data or 
the use of this product, nor are any statements in this bulletin intended as recommendations to use 
our products in the infringement of any patents. 
 

OTHER NATROCHEM PRODUCTS 
DLC®  -  Galex®  -  Rosin Oils  -  Rosin Pitches  -  Tarene™ 

Natro-Flex™  - Tar-Cel®  - Natro-Cel® 
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